
-	Supervised fire alarm disconnect releases locking devices 
	 while maintaining PoE to the network door controller(s)

-	A single FACP connection links multiple units

-	Fire Alarm Disconnect is selectable by output

-	Power outputs are selectable for 12VDC or 24VDC mag locks or strikes

-	Two (2) independent 12VDC-24VDC access control trigger inputs

-	PoE+ (802.3at) compliant

-	Built-in overload protection

-	Electronically filtered and regulated outputs

-	UL Listed in the U.S. and Canada (UL 60950-1, UL 294) 

-	CSFM - California State Fire Marshall Approved

-	CE Approved

Entrada2DMK interfaces with network door controllers to facilitate the release of locking devices 

in the event of a fire alarm condition. This is accomplished without the added costs of running 

additional cables and having to deploy more power supplies and fire relays. These adapters also 

isolate lock power from the network door controller, providing a cleaner and safer installation. 

The Entrada2DMK releases power to the locking devices, while maintaining PoE to the network 

door controller.

FACILITATES FACP INTERFACE / EMERGENCY EGRESS
OVER THE SAME CABLE...

More than just power.™

Entrada2DMK Features:

FACP adapters for network door controllers

altronix.comlifetime warranty - made in the U.S.A.



altronix.com info@altronix.com - 888.258.7669
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