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" LINCY

Network Communicati

LINQZ2 provides power supply control, status monitoring and reporting
which greatly reduces or totally eliminates costly service calls.

LINQ2 Features:

- Monitors and controls (2) Altronix eFlow power supply/chargers
(eFlow and Maximal-F Series)

- Facilitates quick and accurate diagnostics to reduce
or eliminate costly service calls

- Real time DC output voltage, output current,
AC & battery status and unit temperature

- Local or remote control of eFlow power output(s)

- Two (2) integral network controlled Form “C” Relays

- Email and SNMP trap message naotifications (instant or delayed)
- Event log tracks history

- Added security via Secure Socket Layer (SSL)

- Battery Service Reminder

- Programmable via USB or web browser

- Includes operating software and 6ft. USB cable

@ L1 Management Interface

Status  Setup  NetworkSettings  SSLSefings  Eventslog V15T
eFlow Status
Site ID: Site 1 Friday, Jan. 9 2015 [12:26 pm]

ps0 (eFlow4NB)
Voltage Current AC Status Battery Status Service Battery On
18.6VDC 2.0 amp OK OK Sep 12,2018

ps1 (eFlow104NB)
Voltage Current AC Status Battery Status Service Battery On
28.0VvDC 7.0 amp OK OK Sep 12,2018

Unit Temperature: 83.9° C Connection Status: OK

Status Monitoring Functions:

- DC output voltage - Battery Status
- Output current draw - Unit temperature
- AC status

lifetime warranty - made in the U.S.A.



o, | '/ Management Interface LINCJ

Status Setup Network Setings  SSL Sefings  EvenisLog
eFlow

Site ID:|Site 1 | Update Site ID |

V157

Setup
Friday, Jan. 9 2015 [12 25 pm] | Sync with computer |

¥ Power Supply1 #| Pawer Supply2

Main Dutput Status: | Turn Off Power Supply | Main Output Status: | Tumn Off Power Supply |

Power Supply ID: ips[] | | Update| Power Supply ID: ip51 | | Update‘

Power Supply Type |W_\ Updated Power Supply Type |W|

Advanced power supply calibration settings Advanced power supply calibration settings

Qutput Voltage: 18.544 VDC Calibrate Output Voltage: 28.0 VDC Calibrate
Output Current: 2.031 amp Calibrate Output Current: 7.0 amp Calibrate

Timer seftings Timer seftings

Battery Service Seftings Battery Service Settings

Relay 1

Relay 2
Relay 11D: |Iight i | Update relay 1D | Relay 2 ID: |d00r i | Update relay 1D |
Relay 1 Status: | Tum On Relay | Relay 2 Status:
Save Settings |
Change Username and Password
Setup:
- Site ID identifies installation location - DC output(s) control
- Power supply/charger calibration - Relay control (remotely operate
HVAC, lighting or security systems)
eFlow Power Supply 2
Data Connection
eFlow Power Supply 1
—— Data Connection
Network
Controlled —
Relays

USB Ethernet
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Altronix’

More than just power.™

info@altronix.com - 888.258.7669

altronix.com



